
OPTIONAL POURING SEQUENCE
PRESTRESSED CONCRETE SUPERSTRUCTURE

1

CONST.JT.

2

CONST.JT.CONST.JT.

4’-0" 4’-0"

2 1 2

4’-0" 4’-0" 4’-0" 4’-0"

8’-0" 8’-0" 8’-0"

L

L - 4’-0"

L

L - 8’-0"

L  =  LENGTH OF EACH SPAN=

L - 4’-0"

L

1 1 1

12*  POUR   CAN NOT BE STARTED UNTIL BOTH ADJACENT   POURS REACH A MINIMUM OF 3000 PSI.

(CONTINUOUS FOR LIVE LOAD)
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OPTIONAL POURING SEQUENCE
PRESTRESSED CONCRETE SUPERSTRUCTURE

1

CONST.JT.

2

CONST.JT.CONST.JT.

1.200m 1.200m

2 1 2

1.200m 1.200m 1.200m 1.200m

2.400m 2.400m 2.400m

L

L - 1.200m

L

L - 2.400m

L  =  LENGTH OF EACH SPAN=

L - 1.200m

L

1 1 1

12

(CONTINUOUS FOR LIVE LOAD)

KEY

*  POUR   CAN NOT BE STARTED UNTIL BOTH ADJACENT   POURS REACH A MINIMUM OF 20.7MPa.
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